Authorized Distributor

Glass & Body Sealants

®

Teroson PU 8590 Kit
Direct Glazing Adhesive Kit

®

Teroson PU 9092 PL

Primerless Direct Glazing Adhesive

®
Teroson PU 9092 PL is one part high

| Teroson PU 8590 is a high viscous direct ) i - -
= glazing adhesive used for windscreen bonding. strength and high viscosity modified .
* sl Recommended and used by most Indian as polyurethane sealant. that can be applied
well as MNC auto manufacturers. 9 easily and cures fast to provide reliable
® .
. | components pre-measured kit, ensures error performance.
- = _ free surface preparation and application.
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¢ . . Teroson MS 930 Teroson PU9108
5 ° One component sealant One component PU sealant
Diitributgr Certlficqte 2 Teroson MS 930 is a gun-grade, one o TEROSON PU 9108 is a one component
. wcrrre ; y : k component sealant based on silane modified adhesive/sealant based on polyurethane,
&:né?’gﬁu = Ms”" polymer, which cures by reaction with l"‘,sﬁ which cures by reaction with moisture to a
. Aquenc V moisture to a soft elastic product. soft elastic product.
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. ® “ Since 2009, Elline Techmart Pvt Ltd has reflected reliable and quality products to its
' I] e “ .custbmqr, with passion, dedication and responsibility. Today, Elline has expanded operation in
% i o ’ & ¢ ® . Vehicle Service and Industrial segment across Northern India.
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Loctite® SF 7262
Carb & Throttle Cleaner

Pack Size IDH No.
70 gm 1644282
315 gm 1788108
350 gm 1644280

Loctite® LB 7737

Rust Bust

Pack Size IDH No.

70 gm 1644275
315 gm 1909755
350 gm 1644299

Loctite® SF 3013
Weld Through Primer

Pack Size IDH No.
300 gm 1673787
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Authorized Distributor

Aerosols, Polishes & Beyond

Loctite® SF 7735
Brake & Clutch Cleaner

Pack Size IDH No.
350 gm 1644278

Loctite® LB 8035
Synthetic Grease

Pack Size IDH No.
350 gm 1644283

Teroson® WX 157

“&r.  (Heavy Cut HP)

Pack Size IDH No.
1kg 1675017

LOCTITE SI 5910 is a low strength, silicone-
based gasketing product designed for use on
flexible flanges with machined or cast
surfaces (metal or plastic). Typical
applications include stamped sheet metal
covers (timing covers and oil sumps).
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